Aeonovalite

Optical Characteristics

Model: LTSI-701D-CW6

70W Cool white, Suitable for indoors

Power supply: 100 ~120V, AC-DC
Color temperature: 5000K ~ 6000K

Peak wavelength (2l E)(nm) 448
Dominant wavelength (3 ;K £)(nm) -504.4926
Chromaticity Coordinates (€& A44Z)(x,y) (0.3424 ,0.3176)
70000
Correlated Color temperature (HH} €8;8) 5947.421 coono
Purity (ZHRE)(%) 5.8044 50000
FWHM (iR ER)(hm) 22.125 £ 40000
Center wavelength (RutyiEES)(nm) 452 °
Centroid wavelength (B /0hES) (nm) 451.7226 20000
CRI (EEI58H)(%) 75.404
Fei@E= (Pv)(lumen) 6150
VIS Radiation Power (®e)(mW) 3750.39
FERE(1)(cd) 14703.25
CRI_R9 2.0329
CPD
cd/klm
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Aeonovalite Technology Inc. KRR G ERAE]
ADDRESS: No.1-6, Powa Cuozi, Tamsui Dist., Hoht: &

New Taipei City 25150, Taiwan (R.O.C.)

TEL: +886-2-2622-2287 | EMAIL: info@aeonovalite.com

www.aeonovalite.com

Chromaticity Diagram

Beam: 60°
Watt: 70W
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